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      DESCRIPTION OF THE PRODUCT 

      “ECOFLUX 3000” 

 

 

The flux “ECOFLUX series 3000” is a specific product created after the “ECOFLUX series 2000”. 

It has been invented so as to avoid the process of washing after the soldering, for instance, wave, 

static or other method, printed circuits and electronic components. 

 

The special quality of this flux is to have low contents of solids, a minimum quantity of vegetable 

alcohol and be a water vehicle which makes it a little inflammable. 

 

In the case PCB must be washed, it is recommended to wash with water at 60 degrees C and dry the 

soldered face by a puff of air. 

 

It can be applied by foam, immersion and spray. The product, being composed of vegetable 

elements, is totally biodegradable. 

 

Moreover, the product does not foresee the expel of residual material after a fixed number of 

working hours. 

It does not need any diluents as it has a constant density. 

The diluents DELCO are used to clean flux tank and the porous baffle at 10 micron. 

 

We produce and market the following type of flux: 

 

 

3000/1   super active   density: 0.894+/-0.005% 

3000/2   active plus   density: 0.893+/-0.005 

3000/CA  active plus   for cable 

3000/CAS  super active   for cable 

 

 

The diluents used for washing the soldering machine, carrier and the porous baffle are “DELCO”. 

 

The density is at temperatures of 20 degrees C. 

 

It is supplied in baskets of 20 litres. Storage is made at a temperature higher than 5 degrees C in 

closed containers. 
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    WARNINGS FOR THE USE OF PRODUCT 

     “ECOFLUX 3000” 

 

 

APPLICATION 

 

 

In the modern soldering machine, the application of flux usually takes place by the foam fluxing 

system. 

 

 

The main warnings are the following: 

A) the use of porous baffle at high density (10 micron); 

B) atmospheric pressure from 0.8 to 1.2 bar; 

C) the air blade originated after the application of  Ecoflux 3000, is used to remove the excess 

of liquid caused by the foaming. 

 

 

WARNINGS FOR THE SET-UP OF “PREHEATING” 

 

 

FUNCTION  : to accelerate the evaporation of the solvent in the Ecoflux 3000 

     to prevent thermal shock. 

 

 

IMPORTANT  : Ecoflux 3000 is composed of activator solvents. 

     Preheating is the most important factor in the success of the product. 

 

 

PARAMETERS : 105/120 degrees C for every PCB from components side. 

     If the machine is prepared with elements of separated heating, it is  

     recommended a preheating in progressive increasing. 

 

 

 

 

 

 


